


Accuracy: ±3.0 % F.S.

Repeatability: ±0.2 % F.S.

0-5 VDC Output Available: 

4-20 mA Output Available: 

Pulse Output Available: 

Body Material Options: Ryton®, Brass

O-Ring Options: Viton®, EPDM

Highest Pressure Rating: 40 psig

Minimum Flow Range: 20-100 mLpm

Maximum Flow Range: 100-500 sLpm*

Available Power Options: 12 VDC, 24VDC

* Some Models

Accuracy: ±1.0 % F.S.*

Repeatability: ±0.5 % F.S.

0-5 VDC Output Available: 

4-20 mA Output Available: 

Pulse Output Available: 

Body Material Options: Anodized Aluminum, 
Stainless Steel

O-Ring Options: Viton®, None

Highest Pressure Rating: 500 psig*

Minimum Flow Range: 0-20 sccm

Maximum Flow Range: 1-500 sLpm

Available Power Options: 12 VDC, 24VDC

* Some Models



Accuracy: ±0.5 % F.S.*

Repeatability: ±0.2 % F.S.

0-5 VDC Output Available: 

4-20 mA Output Available:  *

Pulse Output Available:  *

Body Material Options: Ryton®, Brass, 
Stainless Steel, PTFE

O-Ring Options: Viton®, EPDM, 
Kal-Rez®

Highest Pressure Rating: 500 psig*

Minimum Flow Range: 13-100 mLpm

Maximum Flow Range: 1-10 Lpm*

Available Power Options: 12 VDC, 24VDC

* Some Models

Accuracy: ±1.0 % F.S.

Repeatability: ±0.05 % F.S.

0-5 VDC Output Available: 

4-20 mA Output Available: 

Pulse Output Available: 

Body Material Options: Stainless Steel

O-Ring Options: Viton®

Highest Pressure Rating: 500 psig

Minimum Flow Range: 0.05-0.50 mLpm

Maximum Flow Range: 1-10 mLpm

Available Power Options: 12 VDC, 24VDC

* Some Models



Accuracy: ±1.0 % F.S.

Repeatability: ±0.2 % F.S.

0-5 VDC Output Available: 

4-20 mA Output Available: 

Pulse Output Available: 

Body Material Options: Ryton®, Stainless Steel

O-Ring Options: Viton®, EPDM

Highest Pressure Rating: 500 psig*

Minimum Flow Range: 13-100 mLpm

Maximum Flow Range: 1-10 Lpm

Available Power Options: 12 VDC, 24VDC

* Some Models


